
837®

862 304 00          4             4
862 306 00          6             6
862 308 00          8             8

862 604 00 4
862 606 00 6
862 608 00 8
862 610 00 10
862 612 00 12

862 906 00 6
862 908 00 8
862 910 00 10

863 004 00 1x4 2x4
863 006 00 1x6 2x6
863 008 00 1x8 2x8
863 010 00 1x10 2x10
863 006 04 1x6 2x4
863 008 06 1x8 2x6
863 010 08 1x10 2x8

861 704 05 4 M5
861 704 18 4 G1/8A
861 704 28 4 G1/4A
861 706 05 6 M5
861 706 18 6 G1/8A
861 706 28 6 G1/4A
861 708 18 8 G1/8A
861 708 28 8 G1/4A
861 708 38 8 G3/8A
861 710 28 10 G1/4A
861 710 38 10 G3/8A
861 710 48 10 G1/2A
861 712 28 12 G1/4A
861 712 48 12 G1/2A

862 006 18 6 G1/8A
862 006 28 6 G1/4A
862 008 18 8 G1/8A
862 008 28 8 G1/4A

862 104 00 4
862 106 00 6
862 108 00 8
862 110 00 10
862 112 00 12

862 206 00                      6
862 208 00                      8
862 210 00                    10

Ø A = matching tube outer diameter. B = Thread (G for parallel, R for conical). 
Drawings with complete dimensions can be found on the internet under www.maedler.de

Swivel Elbow Adaptors with Cylindrical Thread

Swivel Elbow Adaptors 45° with O ring

Elbow Connectors

Swivel Elbow Bulkhead Connectors

Stem Elbow Connectors

Tee Connectors

4-Way Cross Connectors

Parallel Y-Connectors
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Pneufit Push-In
Fast Connectors

• Housing made primarily from nickel plated brass.
• Classical design.
• Operating pressure: max. 18 bar.
• Vacuum: max. -1 bar.

Fittings Pneufit Push-In


