
Datasheet for: 106837
Blocking valve, Thread (inlet) - hose (outlet), G 3/8 hose 8
Blocking valve »lineonline«, Thread (inlet) - hose (outlet), G
3/8, for hose Ø 8 mm, Operating pressure max. 10 bar .
2/2-way type. For manual opening and closing of
compressed air pipes.

Type number 451.038-8
Article number 106837

EAN/barcode
4047322091114

Your price 23,41 € / Stk

Minimum order quantity
Price Unit 1
Quantity Unit Stk
Packaging Unit 1
Content 1 Stk
Minimum order quantity 1

Productdata
A 72.4 mm
B 46.0 mm
Body Technopolymer
Flow rate at 6.3
bar and ∆p 1.0
bar

470 Nl/min
For pipe Ø 8.0 mm
I 18.7 mm
Internal parts Nickel-plated brass, brass, technopolymer, stainless steel
Max. operating
pressure 10 bar
Max. tempera-
ture range 60 °C
Min. tempera-
ture range -20 °C
Page No. HK495Pneumatic sym-
bols On housing
Sealant NBR
Thread G 3/8
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106837 G 3/8 8.0 mm 470 Nl/min 23,41 € / Stk
106833 G 1/8 6.0 mm 280 Nl/min 20,24 € / Stk
106834 G 1/8 8.0 mm 470 Nl/min 21,05 € / Stk
106835 G 1/4 6.0 mm 280 Nl/min 20,58 € / Stk
106836 G 1/4 8.0 mm 470 Nl/min 22,35 € / Stk
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