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Standard type. Robust, standard handheld tyre gauge with rubber sheath and pressure gauge with  
dual scale in bar / psi. Hose length 50 cm. With push‐in plug, brass, for 7.2 ‐ 7.8 mm coupling.  
 
Measuring range  0 ‐ 12 bar / 170 psi 
 

Standard type handheld tyre gauge with clip connector, hose rigid 

Art. No.  Type No.  Description  Pressure gauge Ø 
mm 

Hose connection 

114543  39.011  Uncalibrated  63  G 1/4, rigid 

114544  39.012  Calibrated  80  G 1/4, rigid 
 

Standard type handheld tyre gauge with clip connector, hose swivelling 

Art. No.  Type No.  Description  Pressure gauge Ø 
mm 

Hose connection 

136799  39.021  Calibrated  80  G 1/4, swivelling 

136800  39.022  Uncalibrated  80  G 1/4, swivelling 
 

Standard type handheld tyre gauge with tyre valve connector, hose swivelling 

Art. No.  Type No.  Description  Pressure gauge Ø 
mm 

Hose connection 

136783  39.031  Calibrated  80  G 1/4, swivelling 

136784  39.032  Uncalibrated  80  G 1/4, swivelling 

 

Standard type handheld tyre gauge with hold‐on connector, hose swivelling 

Art. No.  Type No.  Description  Pressure gauge Ø 
mm 

Hose connection 

136786  39.041  Calibrated  80  G 1/4, swivelling 

136787  39.042  Uncalibrated  80  G 1/4, swivelling 
 

Accessoires for tyre gauges standard type 

Art. No.  Type No.  Description 

136789  39.501  Clip‐on connector 

136790  39.502  Tyre valve connector 

136791  39.503  Twin hold‐on connector 

136792  39.601  Hose with quick connector, Length 75 cm, G 1/4 swivelling 

136793  39.602  Hose, tyre valve connector, Length 75 cm, G 1/4 swivelling 

136794  39.603  Hose with garage connector, Length 75 cm, G 1/4 swivelling 

136795  39.701  Pressure gauge Ø 80 mm, Uncalibrated, Connection rear 

136796  39.702  Pressure gauge Ø 63 mm, Uncalibrated, Connection rear 
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