
465®

492

 

494

493

495

      
 647 002 00 647 102 00 647 202 00 2 0,02
 647 003 00 647 103 00 647 203 00 3 0,06
 647 004 00 647 104 00 647 204 00 4 0,11
 647 005 00 647 105 00 647 205 00 5 0,15
 647 006 00 647 106 00 647 206 00 6 0,22
 647 008 00 647 108 00 647 208 00 8 0,39
 - 647 110 00 647 210 00 10 0,62
 - 647 112 00 647 212 00 12 0,89
 - 647 114 00 647 214 00 14 1,21
 - 647 115 00 647 215 00 15 1,38
 - 647 116 00 647 216 00 16 1,57
 - 647 117 00 647 217 00 17 1,78
 - 647 118 00 647 218 00 18 2,00
 - 647 119 00 647 219 00 19 2,22
 - 647 120 00 647 220 00 20 2,45
 - 647 125 00 647 225 00 25 3,83
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496 497

Rail-Guide Sets

Precision Rail-Guide 
Sets RE and RE-ACS
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Miniature Profile-Rail 
Guides
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Miniature Profile-Rail Guide

Miniature Slide Units
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Miniature Slide Units

Linear motion 
friction guide 
DFG 115
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Linear Motion Friction Guides

Unhardened, strength 700 - 800 N/mm2.
Subsequent hardening of short silver steel workpieces up to 64 HRC is 
well possible.

Fixed lengths can be delivered on request.

Silver Steel Material Nr. 1.2210 (115CrV3) According to DIN 175 (h9) Ground and Polished

Ordering Details: e.g.: Product No. 647 002 00, Silver Steel 2 mm, 500 mm long

 Product No. Product No. Product No. Diameter Weight per m
 0.5 m 1 m 2 m mm kg

Linear Technology / Overview

Bolts for Profil Track 
Rollers
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Profiled Track Rollers 
LFR
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Profiled Track Rollers

Linear motion guide 
with ball carriage
DA 0115
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Linear motion guide 
with ball carriage
DA 0116
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Linear Motion Guides with Ball Carriage


